AIRBUS

A330/A340
MASTER MINIMUM
EQUIPMENT LIST

MMEL ITEMS
34 - NAVIGATION

34-10 - Air Data/Inertial Reference System (ADIRS)

|34-1 0-01 |

ADR

Ident.: MI-34-10-00007845.0001001 / 22 MAY 19
| 1 Applicable to: MSN 1888, 1964, 1969, 1977, 1979

34-10-01A ADR 1 or ADR 3 inoperative

Repair interval

Nbr installed

Nbr required

Placard

C

3

2

Yes

(o) ADR 1 or ADR 3 may be inoperative provided that ETOPS is not conducted.

Note:  If ADR 1 is inoperative, the GPWS basic modes are considered inoperative and
the predictive GPWS functions are inoperative.
Refer to ltem 34-40-01 GPWS Basic Modes, and
Refer to Item 34-40-02 Predictive GPWS Functions

Reference(s)

(o) Refer to OpsProc 34-10-01A ADR

34-10-01B ADR 2 inoperative

Repair interval Nbr installed Nbr required Placard
C 3 2 Yes
(o)  ADR 2 may be inoperative.
Reference(s)
(o) Refer to OpsProc 34-10-01B ADR
ENV A330/A340 FLEET MI-34-10 P 1/6
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AIRBUS s NAVIGATIO

34 - NAVIGATION
34-10 - Air Data/Inertial Reference System (ADIRS)
A330/A340

MASTER MINIMUM
EQUIPMENT LIST

| 34-10-01 | ADR

2|dent.: MI-34-10-00007845.0004001 / 23 FEB 21
Applicable to: MSN 0017, 0030, 0037, 0045, 0050, 0054-0055, 0060, 0062, 0065-0072, 0082-0083, 0086-0087, 0095-0099, 0102,
0106-0113, 0116, 0118-0122, 0127, 0132, 0138-0144, 0148, 0153-0155, 0162, 0165, 0171-0172, 0177, 0181, 0195, 0200, 0206, 0209, 0211,
0219, 0222-0231, 0234, 0240-0241, 0244, 0248-0251, 0253-0256, 0258, 0261-0262, 0265-0267, 0269, 0271-0272, 0275-0277, 0279, 0281,
0283-0291, 0293-0296, 0300-0301, 0303, 0305-0309, 0311-0317, 0320, 0322-0324, 0326, 0328, 0330, 0333-0334, 0337-0346, 0348-0351,
0353, 0356-0366, 0368-0370, 0372, 0375, 0380, 0382, 0384, 0386, 0388-0389, 0392-0393, 0396-0398, 0400-0401, 0403-0405, 0407-0409,
0412, 0418-0423, 0425, 0427-0428, 0432, 0437, 0439, 0441-0444, 0448, 0451-0456, 0458, 0461-0463, 0465-0466, 0469, 0472-0473,
0476-0481, 0484, 0486-0487, 0489-0494, 0496-0513, 0515-0516, 0518-0519, 0521-0522, 0524-0527, 0529-0530, 0532-0533, 0535-0536,
0539, 0542, 0548-0553, 0555, 0558, 0564-0565, 0567-0568, 0570-0571, 0573-0574, 0576, 0578-0579, 0581, 0584, 0587-0588, 0591-0597,
0600, 0602-0603, 0605, 0607, 0609-0610, 0612-0614, 0616, 0618, 0620-0621, 0623, 0625, 0627, 0629, 0631-0638, 0640-0642, 0644-0645,
0647-0650, 0652-0667, 0669-0671, 0673-0676, 0678-0680, 0682-0684, 0686-0688, 0690-0693, 0695-0697, 0699-0701, 0703-0705,
0707-0709, 0711-0714, 0716-0718, 0720-0722, 0724-0726, 0728-0735, 0737-0739, 0741-0743, 0745-0747, 0749-0752, 0754-0756,
0758-0760, 0769-0770, 0772-0774, 0776-0778, 0780-0782, 0784-0786, 0788-0789, 0791-0792, 0795-0797, 0799, 0801-0803, 0805-0828,
0830-0834, 0836, 0838-0843, 0845, 0847, 0849-0869, 0871-0885, 0887-0893, 0895-0896, 0898-0901, 0903-0909, 0911, 0913-0916,
0918-0920, 0922-0923, 0925-0928, 0930-0932, 0934-0937, 0939-0952, 0954, 0956-0959, 0961-0971, 0973-0980, 0982-0986, 0988-0992,
0994-1004, 1006-1016, 1018-1029, 1031-1039, 1041-1078, 1080-1090, 1092-1101, 1103-1120, 1123-1823, 1825-1852, 1854-1887,
1889-1929, 1931-1963, 1965-1968, 1971-1975, 1978, 1981-9872

34-10-01A ADR 1 or ADR 3 inoperative

Repair interval Nbr installed Nbr required Placard
A 3 2 Yes

(o) ADR 1 or ADR 3 may be inoperative for 10 consecutive calendar days provided that ETOPS
is not conducted.

Note:  If ADR 1 is inoperative, the GPWS basic modes are considered inoperative and
the predictive GPWS functions are inoperative.
Refer to Item 34-40-01 GPWS Basic Modes, and
Refer to Item 34-40-02 Predictive GPWS Functions

Reference(s)
(o) Refer to OpsProc 34-10-01A ADR
34-10-01B ADR 2 inoperative
Repair interval Nbr installed Nbr required Placard
A 3 2 Yes

(o)  ADR 2 may be inoperative for 10 consecutive calendar days.
Continued on the following page
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IRBUS MMEL ITEMS

A\ 34 - NAVIGATION

34-10 - Air Data/Inertial Reference System (ADIRS)
A330/A340

MASTER MINIMUM
EQUIPMENT LIST

Continued from the previous page

Reference(s)
(o) Refer to OpsProc 34-10-01B ADR

| 34-10-01 ADR

Ident.: MI-34-10-00007845.0002001 / 23 FEB 21

3 Applicable to: MSN 0002-0014, 0020-0029, 0031, 0038-0044, 0046-0047, 0051, 0056, 0061, 0063, 0074-0081, 0084, 0089-0094, 0101,
0104, 0115, 0117, 0123-0126, 0128, 0134-0135, 0145-0146, 0151, 0156-0159, 0163-0164, 0166-0170, 0175, 0178-0180, 0185-0194,
0197-0199, 0201-0204, 0207-0208, 0210, 0212-0217, 0221, 0233, 0236-0237, 0242-0243, 0245-0246, 0252, 0257, 0260, 0264, 0268, 0270,
0274, 0278, 0280, 0282, 0292, 0297, 0302, 0304, 0310, 0318-0319, 0321, 0325, 0327, 0329, 0331-0332, 0335, 0347, 0352, 0354-0355, 0367,
0371, 0373-0374, 0376-0379, 0381, 0383, 0385, 0387, 0390-0391, 0395, 0399, 0402, 0406, 0410-0411, 0413-0417, 0424, 0426, 0430-0431,
0433-0435, 0438, 0440, 0446-0447, 0449-0450, 0457, 0459-0460, 0464, 0467-0468, 0470-0471, 0474, 0482-0483, 0485, 0488, 0495, 0514,
0517, 0520, 0523, 0528, 0531, 0534, 0537-0538, 0540-0541, 0543-0547, 0554, 0556-0557, 0559-0563, 0566, 0569, 0572, 0575, 0577, 0580,
0582-0583, 0585-0586, 0590, 0598, 0601, 0604, 0606, 0608, 0611, 0615, 0617, 0619, 0622, 0624, 0626, 0628, 0630, 0639, 0643, 0646,
0651, 0668, 0672, 0677, 0681, 0685, 0689, 0694, 0698, 0702, 0706, 0710, 0715, 0719, 0723, 0727, 0736, 0740, 0744, 0748, 0753, 0757,
0761-0768, 0771, 0775, 0779, 0783, 0787, 0790, 0793-0794, 0798, 0800, 0804, 0829, 0835, 0837, 0844, 0846, 0848, 0870, 0886, 0894,
0897, 0902, 0910, 0912, 0917, 0921, 0924, 0929, 0933, 0938, 0953, 0955, 0960, 0972, 0981, 0987, 0993, 1005, 1017, 1030, 1040, 1079,
1091, 1102, 1122

“ 34-10-01A

Repair interval Nbr installed Nbr required Placard
A 3 2 Yes

(0)  One may be inoperative for 10 consecutive calendar days.

Note:  If ADR 1 is inoperative, the GPWS basic modes are considered inoperative and
the predictive GPWS functions are inoperative.
Refer to Item 34-40-01 GPWS Basic Modes, and
Refer to Item 34-40-02 Predictive GPWS Functions

Reference(s)

| (0) Refer to OpsProc 34-10-01A ADR
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